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IS YOUR UST SYSTEM WITHIN 1000 FT OF 
A PUBLIC DRINKING WATER WELL?

WAS YOUR UST SYSTEM INSTALLED
AFTER JANUARY 1, 2001?

MUST CONDUCT ENHANCED
 LEAK DETECTION OR UPGRADE 

TO A FULLY DOUBLE-WALLED SYSTEM
(Continue)

MUST INSTALL UNDER-DISPENSER
CONTAINMENT BY JULY 1, 2001 IF

NOT ALREADY INSTALLED
(Continue)

WAS THE UST SYSTEM
INSTALLED AFTER JULY 1, 1987

IS YOUR UST SYSTEM FULLY 
DOUBLE WALLED, INCLUDING

TANK, PIPING, SUMP, AND 
UNDER-DISPENSER CONTAINMENT?

MUST CONDUCT PERIODIC SECONDARY
 CONTAINMENT TESTING FOR COMPONENTS 

THAT HAVE SECONDARY CONTAINMENT:
INITIAL TEST BY JAN.1, 2003.  EVERY

36 MONTHS THEREAFTER

MUST CONDUCT PERIODIC
SECONDARY CONTAINMENT TESTING:

INITIAL TEST BY JAN. 1, 2003.  EVERY 36
MONTHS THEREAFTER

MUST INSTALL UNDER-DISPENSER 
CONTAINMENT BY DEC. 31, 2003

IF NOT ALREADY INSTALLED
(Continue)

YES

FLOW CHART TO DETERMINE APPLICABLE 
SB 989 REQUIREMENTS FOR SINGLE-WALLED

AND DOUBLE-WALLED UST SYSTEMS

MARCH 2001

ARE ANY SECONDARY CONTAINMENT
SYSTEMS, INCLUDING UNDER-DISPENSER CONTAINMENT,

 INSTALLED AFTER JAN.1 2001?

MUST CONDUCT SECONDARY
CONTAINMENT TESTING FOR THAT COMPONENT

AT INSTALLATION, 6 MONTHS AFTER,
AND EVERY 36 MONTHS THEREAFTER

MUST CONDUCT SECONDARY
CONTAINMENT TESTING AT

INSTALLATION, 6 MONTHS AFTER,
AND EVERY 36 MONTHS THEREAFTER


